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A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A 38 FT.
TRAFFIC SIGNAL HEADS, SIGNS AND 15 FT. STREET LIGHTING ARM WITH A 230 777
( INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80,

MAST ARM,
WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE.
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CONSTRUCTION DETAILS

(CUT TO 36 FT.

- 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE).

B. INSTALL CONCRETE FOUNDATION WITH A 27 FT.
(CUT TO 38 FT.)}/50 F

50 FT.

CAMERA MOUNTED ON MAST ARM.
ELECTRICAL CONDUIT BENDS IN POLE BASE).
“6” BASE MOUNTED CABINET AND CONTROLLER WITH CONCRETE PAD.

C. INSTALL

NEMA SIZE

(INSTALL 2-2 IN.
CABINET BASE.)
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2 IN. SCH

(CUT TO 21 FT.) STEEL POLE WITH A TWIN —~— I~

T. MAST ARMS, TRAFFIC SIGNAL HEADS. SIGNS AND VIDEC DETECTION

(INSTALL 1-2 IN. AND

1-4 IN, SCHEDULE 80. 90 DEGREE PVC

AND 2-4 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN

UID-TIGHT

SCHEDULE
SCHEDULE
SCHEDULE .
SCHEDULE
SCHEDULE
EDULE 80«

EDULE 80,

INSTALL MICROLQOP PROBE SET WITH 500 FT. LEAD-IN.
INSTALL NONINVASIVE DETECTOR WITH 1.000 FT. LEAD-IN.

- INSTALL BASE MOUNTED METERED SERVICE PEDESTAL WITH 2-2 IN. AND 1-3 IN. SCHEDULE 80.
90 DEGREE PVC CONDUIT BEND IN PEDESTAL BASE. _

FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT. (FOR DETECTOR

80 ELECTRICAL CONDUIT
80 ELECTRICAL CONDUIT
80 ELECTRICAL CONDUIT
80 ELECTRICAL CONDUIT
80 ELECTRICAL CONDUIT

: PVC ELECTRICAL CONDUIT - TRENCHED FOR

- PROPOSED UNDERGROUND ELECTRICAL SERVICE. CAP AND MARK CONDUIT 2 FT.
ABOVE GRADE AT UTILITY POLE FOR USE BY OTHERS.

PVC ELECTRICAL CONDUIT - TRENCHED FOR

PROPOSED UNDERGROUND ELECTRICAL SERVICE.
ABOVE GRADE AT UTILITY POLE FOR USE BY OTHERS.

INSTALL
INSTALL

INSTALL

< CHW T O

INSTALL

ON ONE 4
ON TWO 4

2 IN. SCH

EDULE 80,

PVC ELECTRICAL CONDUIT - TRENCHED FOR
PROPOSED UNDERGROUND TELEPHONE SERVICE.

24 IN. HEAT APPLIED. WHITE PERMANENT PREF

- PAVEMENT MARKING
CUT. CLEAN,

GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE.
REMOVE EXISTING PAVEMENT MARKINGS BEYOND STOPLINE.

W3-3 “SIGNAL AHEAD” SIGN (36 IN. x 36 IN.

IN. x 6 IN. TREATED WOOD POST ON DALRYMPLE ROAD.

W3-3 “SIGNAL AHEAD” SIGN (48 IN. x 48 IN.

IN. X ©

IN. TREATE

D WOOD POST ON

— TRENCHED.
— TRENCHED.
~ BORED.
— TRENCHED.
— BORED.

ORMED THERMOPLASTIC

} WITH “NEW” PANEL AND FLAGS
) WITH “NEW” PANEL AND FLAGS

MD 2 NORTHBOUND AND SOUTHBOUND 625 FT. FROM STOPLINE.
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PAVEMENT MARKING.
INSTALL D3-(3) SIGN
WOOD POST

PAVEMENT MARK ING.
INSTALL 12 IN. HEAT
PAVEMENT MARKING.

INSTALL 5 IN. HEAT APPLIED,

REMOVE EXISTING W2-2 AND D-3(2) SIGNS AND SUPPORT.
REMOVE EXISTING W3-1a SIGN AND SUPPORT.
REMOVE EXISTING R1-1 SIGN AND SUPPORT.
REMOVE EXISTING SIDEWALK AND INSTALL 4
CONDUIT - TRENCHED AND REPLACE 4

IN. PVC SCHEDULE 80 ELECTRICAL
IN. CONCRETE SIDEWALK.

CONSTRUCTION DETAILS CONTINUED
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GENERAL NOTES
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T~ RIGHT-

VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER.

THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET

LOCATICONS PRIOR TO INSTALLATION.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL .
_ SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
OF -WAY LINE EACH CABLE.

7. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS
CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT.

8. REFER TO SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND PAVEMENT
MARKINGS WITHIN INTERSECTION

4, THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TQ INSTALLING PROPOSED SIGNAL EQUIPMENT. - IF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER. :

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03. MD 818.01. MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT. _

6. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS
UNTIL MAST ARM POLE LOCATION IS FINALIZED.

TOD No: AT717-19M
SHA No: CA335A51/B51/M51
Calvert County

SPECIAL NOTE:

INSTALL HANDHOLE WITH LONG DIMENSION
PERPENDICULAR TO TRAVEL WAY FOR INSTALLATION

OF NONINVASIVE DETECTOR.

MINIMUM OF 2 IN. AND A MAXIMUM OF 3 IN. INTO

HANDHOLE
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MD 2 and Dalrymple Road
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RtGHT—OF"WAY LINE
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INSTALL 5 IN. HEAT APPLIED.YELLOW PERMANENT PREFORMED THERMOPLASTIC

APPLIED. YELLOW PERMANENT,PREFORMED THERMOPLASTIC

REMOVE EXISTING PAVEMENT MARKINGS AS SHOWN.
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